
P. 770.270.1394 F. 770.270.2389 865 Marathon Parkway Lawrenceville GA 30046

See back page for model speci�cations.

Instruction Manual

ZIPocrit (ZPC-04HF-7501)
Model pictured:

ZIPocrit

Ask your 
authorized LWS 

dealer about 
additional 

accessories

Upgrades:Recommended
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A Safety Switch in Lid 
B 4 Capillary Capacity
C 15-Minute Timer
D Indicator Light
E All Metal Construction

Introduction
The LW Scienti�c  microhematocrit centrifuge, ZIPocrit , is designed for rapid hematocrit 
separations in a compact, sturdy and inexpensive unit.

Operation
Spin only balanced loads. Use only Mylar Coated capillary tubes. Make sure that 
capillary tubes are placed opposite each other. Proper sample balancing will improve 
sample separation and will extend the life of the centrifuge. Out-of-balance loads may 
damage the centrifuge.
Set timer for 5 minutes. Unit will begin spinning at full speed (11,000 rpm).
After unit has stopped, carefully remove the capillary tubes and hold vertically.
Place the reader card directly behind the tube, and align the top and bottom of the 
�uid with the 0 and100 lines.
The separation line should be read on the graph at the point of the separation. Note: 
The separation line will be at an angle, therefore you must read the midpoint of the 
angle for an accurate percentage.
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